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www.ais-concept.com

AIS是一家德国公司，她拥有国际前沿的管道

产品技术，以及长期在欧洲不同市场积累的
丰富经验。

自2002年以来，AIS持续为工业建筑和居住
建筑 等领域提供高效设计和建筑解决方案。 

AIS为管 道系统和供暖设备的安装，开发了一
系列完整、安全和极具竞争力的解决方案。

我们致力于高效的生产流程、原材料筛选和
严格 的质量控制流程，所生产的管道系统产
品已成为 国际市场上值得人们信赖的产品。

AIS管道系统产品符合DVGW，AENOR，CE 

EOTA， WRAS 等国际质量标准检测...

每年，我们都会在产品技术研发方面进行不
断投 资，旨在开发具有创新性的产品以满足
客户的不 同需求。 AIS在欧洲拥有两家生产工
厂，这也使 我们成为市场上的品牌制造商。

已售出

4000
万件产品

具有

18 
年市场经验

已在

20 
个国家销售产品

AIS is a German company that joins 
the most advanced German technology 
with a long-term experience in 
different European markets.

Since 2002, AIS has designed, 
manufactured and sold solutions for 
industrial and domestic applications. 
AIS has developed the most complete 
range of the safest, and  most 
competitive solutions for plumbing and 
heating installations.

Our commitment to efficient 
production processes, quality of raw 
materials and rigorous quality control 
processes, make our product range one 
of the most reliable in the market.

AIS products comply with the highest 
international quality standards such as 
DVGW, AENOR, CE EOTA, WRAS...

Every year we make important 
investments in R&D with the aim 
of developing the most innovative 
products to meet the needs of our 
customers. We have 2 production 
plants, which places us as one of the 
reference manufacturers in the market.

公司简介OUR COMPANY

40 millions 
of pieces sold

18 years of experience  
in the market

20 countries buying  
our products



检测报告
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Certificado AENOR de Producto 
Plásticos 

 
 

  
   Avelino BRITO MARQUINA 

Director General  
 

 
 
 

 AENOR INTERNACIONAL S.A.U. 
Génova, 6. 28004 Madrid. España 
Tel. 91 432 60 00.- www.aenor.com Entidad de certificación de producto acreditada por ENAC con acreditación nº 01/C-PR002.001 
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001/006601 
 

 

AENOR certifica que la organización  
 

MULTICAPAS INDUSTRIAL, S.L. 
 

con domicilio social en  PI MONTE BOYAL, TR DEL ENCINAR, 4  
45950 CASARRUBIOS DEL MONTE (Toledo - España) 

   
suministra  Sistema de canalización en materiales plásticos para instalaciones de 

agua caliente y fría. Polietileno reticulado (PE-X) 
   

conforme con  UNE-EN ISO 15875-1:2004 
UNE-EN ISO 15875-1:2004/A1:2007 
UNE-EN ISO 15875-5:2004 

   
Descripción del Sistema  Marca comercial: AIS PEX 

Tipo de unión: Press fitting 
Clase de aplicación / Presión de diseño (bar): Serie 4: 1/8 ; 2/8 ; 4/10 ; 5/8 y 
Serie 5: 1/6 ; 2/6 ; 4/8 ; 5/6 
 
Más información en el anexo al certificado. 

   
Centro(s) de producción  THE FIRST BINHAI ROAD, HANGZHOU BAY ZONE  

315336 CIXI CITY (Zhejiang - China) 
   

Esquema de certificación  Para conceder este Certificado, AENOR ha ensayado el producto y ha 
comprobado el sistema de la calidad aplicado para su elaboración. AENOR 
realiza estas actividades periódicamente mientras el Certificado no haya 
sido anulado, según se establece en el Reglamento Particular RP 01.52. 

   
  Este certificado anula y sustituye al 001/006601, de fecha 2016-06-01 

   
Fecha de primera emisión 

Fecha de modificación 
Fecha de expiración 

 2016-06-01 
2017-05-30 
2021-06-01 
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Certificado AENOR de Producto 
Plásticos 

 
 

  
   Rafael GARCÍA MEIRO 

Director General  
 

 
 
 

 AENOR INTERNACIONAL S.A.U. 
Génova, 6. 28004 Madrid. España 
Tel. 91 432 60 00.- www.aenor.com Entidad de certificación de producto acreditada por ENAC con acreditación nº 01/C-PR002.001 
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001/006304 
 

 

AENOR certifica que la organización  
 

MULTICAPAS INDUSTRIAL, S.L. 
 

con domicilio social en  PI MONTE BOYAL, TR DEL ENCINAR, 4 45950 CASARRUBIOS DEL MONTE 
(Toledo - España) 

   

suministra  Sistemas de canalización multicapa PERT para instalaciones de agua 
caliente y fría en el interior de edificios 

   

que cumplen la norma UNE-EN ISO 21003  Detalladas en el Anexo al Certificado 
   

Descripción del sistema  Marca comercial: MULTITUBO SYSTEM 
Clase de aplicación / Presión de diseño (bar): 1/10 ; 2/10 ; 4/10 ; 5/10 
Fabricante de tubos: WESTFALISCHE ROHRWERKE GMBH  (Ahlen -
Alemania)  
Fabricante de accesorios: SIMPLEX ARMATUREN & SYSTEME GMBH 
(Argenbühl-Alemania) y TUBERIA ROMAN NINGBO (Cixi-China) 
Tipo de unión: PRESS FITTING 
Tipo de mordaza : U 
 

Más información en el anexo al certificado. 
   

Esquema de certificación  Para conceder este Certificado, AENOR ha ensayado el producto y ha 
comprobado el sistema de la calidad aplicado para su elaboración. AENOR 
realiza estas actividades periódicamente mientras el Certificado no haya 
sido anulado, según se establece en el Reglamento Particular RP 01.71. 

   

  Este certificado anula y sustituye al 001/006304, de fecha 2014-11-04 
   

Fecha de primera emisión 
Fecha de modificación 

Fecha de expiración 

 2014-11-04 
2017-07-26 
2019-04-08 
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Certificate No.

Secretary

This certifies that

has had the undermentioned product examined, tested and found, 
when correctly installed, to comply with the requirements of the 
United Kingdom Water Supply (Water Fittings) Regulations and 

Scottish Water Byelaws.

The certificate by itself is not evidence of a valid WRAS Approval. Confirmation of the current 
status of an approval must be obtained from the WRAS Directory (www.wras.co.uk/directory)

The product so mentioned will be valid until the end of:

Chairman, Product Assessment Group

June 2017

MULTICAPAS INDUSTRIAL SL

ʻMULTITUBOʼ MM AND MC RANGE OF PRESS FIT FITTINGS FOR USE WITH
MULTITUBO MULTI-LAYER PIPES

December 2022

1712055
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Certificate No.

Secretary

This certifies that

has had the undermentioned product examined, tested and found, 
when correctly installed, to comply with the requirements of the 
United Kingdom Water Supply (Water Fittings) Regulations and 

Scottish Water Byelaws.

The certificate by itself is not evidence of a valid WRAS Approval. Confirmation of the current 
status of an approval must be obtained from the WRAS Directory (www.wras.co.uk/directory)

The product so mentioned will be valid until the end of:

Chairman, Product Assessment Group

June 2017

MULTICAPAS INDUSTRIAL SL

ʻMULTITUBOʼ MM AND MC RANGE OF PRESS FIT FITTINGS FOR USE WITH
MULTITUBO MULTI-LAYER PIPES

December 2022

1712055
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管道系统安 
装的高性价

比之选
The most  
profitable  

option
for plumbing  
installations



www.ais-concept.com
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快速安装， 相较其他系统， 
安装时间有效减少

即时压力测试， 
立刻处理

容易安装

最大安装安全保证

柔韧灵活的管道系统， 
公称直径16-25毫米

QUICK INSTALLATION,  
reducing installation time compared to other systems

IMMEDIATE PRESSURE TEST,  
immediate handling

EASY TO INSTALL

MAXIMUM INSTALLATION SAFETY

FLEXIBLE PLUMBING SYSTEM,  
from DN 16 to DN 25mm



AIS PE-Xa 系统
AIS PE-Xa系统以其快速安
装和安全特性成为市场上经
济实用的管道系统

安装完成后，无需等待即可进行压力测
试。AIS PE-Xa 管道系统通过了 UNE-EN 
ISO 15875 标准认证。

AIS PE-Xa 管道

较高的交联度可确保 
管道更坚固

AIS PE-Xa 管道通过过氧化物交联工艺生产，  
可使管道交联度达到70％ 以上，还可确 保管道
每个分子的交联均匀性。 与其他类型 的交联
技术（PE-Xb或PE-Xc）相比，使用 AIS PE-Xa 

管道系统可实现更高的交联度。 因 此，该管
道在安装过程中，具有更高的耐压 性、耐高温
性及安全性。

灵活性更高
AIS PE-Xa 管道柔韧性非常灵活，无需任何 
工具即可手动弯曲。

热性能 /// THERMAL PROPERTIES

最高工作温度 (ºC) Maximum operating temperature (ºC) 95

线性膨胀系数 (mm/m·K) Linear expansion coefficient (mm/m·K) 0.14

导热性能 (W/m·K) Thermal conductivity (W/m·K) 0.4

机械性能 /// MECHANICAL PROPERTIES

最大工作压力（bar）Maximum operating pressure (bar) 6

粗糙度 (mm)  Roughness (mm) 0.0004

最小弯曲半径 (mm) Minimum bending radius (mm) 5 x DN6 
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AIS PE-Xa SYSTEM
The AIS PE-Xa system is the 
most profitable plumbing 
system in the market for its 
quick installation and safety.

Once the installation is finished,  
it is not necessary to wait to perform the 
pressure test. 

The AIS PE-Xa system is certified according to 
the UNE-EN ISO 15875 standard.

AIS PE-Xa Pipes

A higher degree of crosslinking 
guarantees a more resistant pipe.

AIS PE-Xa (PE-Xa) pipes are manufactured by 
the peroxide method. This technology allows 
to reach a crosslinking degree of over 70%, also 
guaranteeing an excellent uniformity in every 
point of the pipe. With the manufacturing 
system of the AIS PE-Xa (PE-Xa) pipes, higher 
crosslinking degree is achieved than with other 
types of production technologies (PE-Xb or 
PE-Xc), so the pipes have higher pressure and 
temperature resistance and higher level of 
security in the installations.

More flexibility
AIS PE-Xa pipes are flexible and allow manual 
bending, without using any tools.



1

3

2

 技术标准 /// Technical Standards

AIS PE-Xa 系统：
• UNE-EN ISO 15875

根据标准 UNE-EN ISO 228 制造的内螺纹 
加压连接件

根据标准 UNE-EN 10226 制造的螺纹管件

www.ais-concept.com

AIS PE-Xa 管件

•  AIS PE-Xa 管件是用铜合金制造， 
符合4MS组类别列表中与水接触的人类食 
品级材料的要求

•   管件可承受根据 ISO 6957 标准进行的应力 
腐蚀测试

•  无需O形圈即可确保密封性
•  可使用U和RFz型轮廓的加压钳头

热性能 /// THERMAL PROPERTIES

最高工作温度 (ºC)  Maximum operating temperature (ºC) 95

机械性能 /// MECHANICAL PROPERTIES

最大工作压力（bar）Maximum operating pressure (bar) 6
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i 请参阅第 16 页的说明书

编号 组成部分///COMPONENTS 材质///MATERIAL

1 管件 Body 铜合金 Copper Alloy

2 塑料挡环 Plastic Ring 塑料 Plastic

3 套筒   Sleeve 不锈钢 Stainless Steel

AIS PE-Xa Fittings

•  AIS PE-Xa fittings are manufactured in copper alloy, 
which is compliant with requirements included 
in the positive list of 4MS group for materials in 
contact with water for human consumption

•  Fittings are resistant to stress corrosion test 
according to the Standard ISO 6957

•  The tightness is ensured without O-rings

•  Compatible with jaw profiles U and RFz

AIS PE-Xa 加压工具

电动或手动加压工具

• 手动加压工具，16-20mm或16-25mm

AIS PE-Xa Pressing tools
Battery or manual pressing tools

• Manual pressing tool for 16-20 or 16-25mm

AIS PE-Xa System:

• UNE-EN ISO 15875

Press-screw connection female  fitting manufactured 
according to  the standard  UNE-EN ISO 228

Threaded fittings manufactured according to the 
standard UNE-EN 10226

See instructions on page 16
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  AIS PE-Xa 系统旨在为管道安装提供最具竞争力的解决方案 
AIS PE-Xa system has been designed to offer the most competitive solution for plumbing installations

  AIS PE-Xa 系统通过了标准 UNE EN ISO 15875 的认证 
AIS PE-Xa system is certified according to the standard  UNE EN ISO 15875

  AIS PE-Xa 系统可以使用电动加压工具或手动加压工具安装 
AIS PE-Xa system can be installed with battery pressing tool or manual pressing tool

  安装完成后，无需等待即可进行压力测试 
Once the installation is finished, it is not necessary to wait to perform the pressure test

内螺纹加压直接 / Press-connection female

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1410.1612 U, RFz 16x1,80-1/2" F 10 200

1410.2012 U, RFz 20x1,90-1/2" F 10 200

1410.2034 U, RFz 20x1,90-3/4" F 10 180

1410.2534 U, RFz 25x2,30-3/4" F 10 100

1410.25100 U, RFz 25x2,30-1" F 10 100

PE-Xa 管道 / PE-Xa pipe

货号 
Art. No.

尺寸 
Dimension

长度 （带卷长度） 
Length  (Coil length)

托盘 
Pallet

114.16100 16x1,80 100 m 2400 m

114.20100 20x1,90 100 m 1600 m

114.25050 25x2,30 50 m 800 m

AIS PE-Xa 管道 / AIS PE-Xa pipe 

外螺纹加压直接 / Press-connection male

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1411.1612 U, RFz 16x1,80-1/2" M 10 200

1411.2012 U, RFz  20x1,90-1/2" M 10 200

1411.2034 U, RFz  20x1,90-3/4" M 10 200

1411.2534 U, RFz  25x2,30-3/4" M 10 100

1411.25100 U, RFz 25x2,30-1" M 10 100

AIS PE-Xa 管件 / AIS PE-Xa Fittings  

 PE-Xa BRASS COLOR 16-25 mm

 PE-Xa 黄铜色，16-25MM
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www.ais-concept.com

加压直接 / Press-coupling 

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1433.1616 U, RFz 16x1,80 10 200

1433.2020 U, RFz 20x1,90 10 160

1433.2525 U, RFz 25x2,30 10 100

内螺纹加压活接(1) / Press-screw connection female(1)

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1414.1612 U, RFz 16x1,80-1/2" F 10 200

1414.1634 U, RFz 16x1,80-3/4" F 10 200

1414.2012 U, RFz 20x1,90-1/2" F 10 200

1414.2034 U, RFz  20x1,90-3/4" F 10 200

1414.2534 U, RFz 25x2,30-3/4" F 10 100

(1)根据 UNE EN ISO 228 设计的螺母 / (1)Nut designed according to UNE EN ISO 228

90°加压活接弯头(1) / Press-screw connection elbow female 90°(1)

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1407.2534 U, RFz 25x2,30-3/4” F 10 100

(1)根据 UNE EN ISO 228 设计的螺母 / (1)Nut designed according to UNE EN ISO 228

变径直接 / Press coupling reduced

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1433.2016 U, RFz 20x1,90-16x1,80 10 180

1433.2520 U, RFz 25x2,30-20x1,90 10 120

90° 加压弯头 / Press-elbow 90°

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1403.1616 U, RFz 16x1,80 10 200

1403.2020 U, RFz 20x1,90 10 150

1403.2525 U, RFz 25x2,30 10 80



 PE-Xa 黄铜色，16-25MM

90° 外螺纹加压弯头 / Press-elbow male 90°

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1401.1612 U, RFz 16x1,80-1/2" M 10 200

1401.2012 U, RFz 20x1,90-1/2" M 10 160

1401.2534 U, RFz 25x2,30-3/4" M 10 90

等径加压三通 / Press-T

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1423.161616 U, RFz 16x1,80 10 150

1423.202020 U, RFz  20x1,90 10 100

1423.252525 U, RFz 25x2,30 10 40

90° 内螺纹加压弯头 / Press-elbow female 90°

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1400.1612 U, RFz 16x1,80-1/2" F 10 180

1400.2012 U, RFz  20x1,90-1/2" F 10 160

1400.2034 U, RFz 20x1,90-3/4" F 10 100

1400.2534 U, RFz 25x2,30-3/4" F 10 100

带底座 90° 内螺纹加压弯头 — 高度 38mm / Press-wallplate elbow female 90° - 38 mm height

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1406.1612 U, RFz 16x1,80-1/2" F 10 100

1406.2012 U, RFz 20x1,90-1/2" F 10 100

带底座 90° 内螺纹加压弯头 — 高度 46mm / Press-wallplate elbow female 90° - 46 mm height

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1402.1612 U, RFz 16x1,80-1/2" F 10 100

1402.2012 U, RFz 20x1,90-1/2" F 10 100

1402.2534* U, RFz 25x2,30-3/4" F 6 54

*高度56mm / *56 mm height
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 PE-Xa BRASS COLOR 16-25 mm



变径加压三通 / Press-T reduced

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1423.162016 U, RFz
16x1,80-20x1,90 

-16x1,80
10 140

1423.201616 U, RFz
20x1,90-16x1,80 

-16x1,80
10 100

1423.201620 U, RFz
20x1,90-16x1,80 

-20x1,90
10 100

1423.202016 U, RFz
20x1,90-20x1,90 

-16x1,80
10 100

1423.251616 U, RFz
25x2,30-16x1,80 

-16x1,80
4 68

1423.251625 U, RFz
25x2,30-16x1,80 

-25x2,30
4 60

1423.252020 U, RFz
25x2,30-20x1,90 

-20x1,90
4 60

1423.252025 U, RFz
25x2,30-20x1,90 

-25x2,30
4 60

1423.252520 U, RFz
25x2,30-25x2,30 

-20x1,90
4 60

www.ais-concept.com

内螺纹加压三通 / Press-T female

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1420.161216 U, RFz
16x1,80-1/2" F  

-16x1,80 
10 100

1420.201220 U, RFz
20x1,90-1/2" F 

-20x1,90
10 100

1420.251225 U, RFz
25x2,30-1/2" F  

-25x2,30
4 48

1420.253425 U, RFz
25x2,30-3/4" F  

-25x2,30
4 44

变径加压四通 / Press-cross

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1482.202162 U, RFz
20x1,90-20x1,90 
-16x1,80-16x1,80

8 64

1482.2520162 U, RFz
25x2,30-20x1,90 
-16x1,80-16x1,80

8 64

1482.25203 U, RFz
 25x2,30-20x1,90 
-20x1,9-20x1,90

8 64
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加压球阀 / Press-lever ball valve

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1471.2020 U, RFz 20X1,90 1 40

1471.2525 U, RFz 25X2,30 1 32

变径跨越加压五通 / Press-distributor

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1483.202163 U, RFz
20x1,90-20x1,90 
-16x1,80-16x1,80 

-16x1,80
4 40

1483.2520163 U, RFz
25x2,30-20x1,90 
-16x1,80-16x1,80 

-16x1,80
4 40

带隐藏式把手的暗装加压式U型阀门 / Press embedded U-valve pack with concealed handle

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1479.02020P U, RFz 20x1,90 1 16

1479.02525P U, RFz 25x2,30 1 12

带把手的暗装加压式U型阀门 / Press embedded U-valve pack with handle 

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1479.12020P U, RFz 20x1,90 1 16

1479.12525P U, RFz 25x2,30 1 12

 PE-Xa 黄铜色，16-25MM
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带把手的暗装加压式U型阀门 / Press embedded valve pack with handle

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1477.11616P U, RFz 16x1,80 1 16

1477.12020P U, RFz 20x1,90 1 16

1477.12525P U, RFz 25x2,30 1 12

带隐藏式把手的暗装加压式U型阀门 / Press embedded valve pack with concealed handle

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1477.01616P U, RFz 16x1,80 1 16

1477.02020P U, RFz 20x1,90 1 16

1477.02525P U, RFz 25x2,30 1 12

加压式U型阀门 / Press embedded valve

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1477.1616 U, RFz 16x1,80 1 16

1477.2020 U, RFz 20x1,90 1 16

1477.2525 U, RFz 25x2,30 1 12

加压式U型阀门 / Press embedded U-valve

货号 
Art. No.

钳头轮廓 
Jaw Profile

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

1479.2020 U, RFz  20x1,90 1 16

1479.2525 U, RFz 25x2,30 1 12
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平面固定板 / Flat fixing plate

货号 
Art. No.

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

244.101 250 mm x 61 mm 1 50

干墙固定板 150mm/75mm / Dry wall fixing plate 150mm/75mm

货号 
Art. No.

尺寸 
Dimension

每包件数 
Units per bag

每箱件数 
Units per box

244.102 346 mm x 60 mm 1 40

暗装阀把手 / Handle for embedded valve

货号 
Art. No.

每包件数 
Units per bag

每箱件数 
Units per box

277.1000 1 30

暗装阀隐藏式把手 / Concealed handle for embedded valve

货号 
Art. No.

每包件数 
Units per bag

每箱件数 
Units per box

279.0000 1 30

暗装阀延长件 / Extension for embedded valve

货号 
Art. No.

每包件数 
Units per bag

每箱件数 
Units per box

279.2000 1 60

带U型钳头的手动加压工具 / Manual pressing tool with U inserts

货号 
Art. No.

尺寸 
Dimension

每箱件数 
Units per box

360.41620 16 to 20mm 1

360.41625 16 to 25mm 1

  PE-Xa 组成部分
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 地暖管道
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PE-Xa 阻氧管道 / PE-Xa EVOH pipe

货号 
Art. No.

描述 
Description

规格 
Dimension

带卷长度 
Coil  Length

托盘 
Pallet

113.16240

PE-Xa 阻氧管道 
PE-Xa EVOH pipe

16x2,00 240 3840

113.16500 16x2,00 500 3000

113.20500 20x2,00 500 3500

PE-RT 阻氧管道 / PE-RT EVOH pipe

货号 
Art. No.

描述 
Description

规格
Dimension

带卷长度 
Coil  Length

托盘 
Pallet

117.16240

PE-RT 阻氧管道 
PE-RT EVOH pipe

16x2,00 240 3840

117.16500 16x2,00 500 3000

117.20500 20x2,00 500 3500

带阻氧层的管道，适用于地
面辐射供暖/供冷

EVOH阻氧层可防止氧气渗入管道并扩散，这

样可避免金属管件被氧气腐蚀，从而延长地面

辐 射供暖/供冷系统的使用寿命。

 PIPES FOR UFH

Pipes with EVOH barrier,  
for Underfloor heating / cooling

The EVOH barrier is a thin outer layer of ethyl vinyl 
alcohol which prevents the oxygen permeability of the 
pipe and its diffusion. This avoids metal parts corrosion 
and extends service life of the underfloor heating/
cooling installation.
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使用管剪垂直剪切
PEX管道

Cut the PEX pipe right-angled  
with the pipe cutter.

1

将加压钳头放在管件套筒上，

并开始加压

Place the jaw on the  
sleeve and press.

3

将管材插入加压管件 
通过可视窗口观察是否完全插入

Push the fitting on to the pipe.  
The pipe must be seen through  

the window.

2

加压连接完成

The fitting is pressed  
and ready.
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 PE-Xa CONNECTION INSTRUCTIONS
  PE-Xa 加压连接工艺





德国办公室

MULTICAPAS INDUSTRIAL GmbH 

地址： 德国门布里斯 
 Handwerkerring 28
邮编：  63776 
电话： + 49 6029 993039-0 
邮箱： info@ais-concept.com
网站： www.ais-concept.com

GERMAN OFFICE

MULTICAPAS INDUSTRIAL GmbH 

Address: Handwerkerring 28 
 63776 Mömbris 
 Germany

Phone: + 49 6029 993039-0 
E-mail:  info@ais-concept.com 
Web:  www.ais-concept.com


