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AIS is a German company that joins the most 
advanced German technology with a long-term 
experience in different European markets.

Since 2002, AIS has designed, manufactured 
and sold solutions for industrial and domestic 
applications. AIS has developed the most complete 
range of the safest, and  most competitive solutions 
for plumbing and heating installations.

Our commitment to efficient production 
processes, quality of raw materials and rigorous 
quality control processes, make our product 
range one of the most reliable in the market.

AIS products comply with the highest 
international quality standards such as DVGW, 
AENOR, CE EOTA, WRAS...

Every year we make important investments 
in R&D with the aim of developing the most 
innovative products to meet the needs of our 
customers. We have 2 production plants, which 
places us as one of the reference manufacturers 
in the market.

OUR  
COMPANY

40 
millions of 
pieces sold

18 
years of experience  

in the market

20 
countries buying  

our products



CERTIFICATES

2 
 I 

 A
IS

 P
E

X
 C

A
T

A
LO

G
U

E
 2

0
20

   
//

//
   

C
E

R
T

IF
IC

A
T

E
S

3 
 I 

 A
IS

 P
E

X
 C

A
T

A
LO

G
U

E
 2

0
20

   
//

//
   

C
E

R
T

IF
IC

A
T

E
S

www.ais-concept.com

D
V

G
W

, G
er

m
an

y
M

U
LT

IL
A

Y
E

R
 S

Y
ST

E
M

 - 
B

R
A

SS
 F

IT
T

IN
G

S

D
D

V
G

W
, G

er
m

an
y

M
U

LT
IL

A
Y

E
R

 S
Y

ST
E

M
 - 

P
P

SU
 F

IT
T

IN
G

S

 

C
E

 E
O

T
A

, E
u

ro
p

e

 

 
 
 
 

Certificado AENOR de Producto 
Plásticos 

 
 

  
   Avelino BRITO MARQUINA 

Director General  
 

 
 
 

 AENOR INTERNACIONAL S.A.U. 
Génova, 6. 28004 Madrid. España 
Tel. 91 432 60 00.- www.aenor.com Entidad de certificación de producto acreditada por ENAC con acreditación nº 01/C-PR002.001 
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001/006601 
 

 

AENOR certifica que la organización  
 

MULTICAPAS INDUSTRIAL, S.L. 
 

con domicilio social en  PI MONTE BOYAL, TR DEL ENCINAR, 4  
45950 CASARRUBIOS DEL MONTE (Toledo - España) 

   
suministra  Sistema de canalización en materiales plásticos para instalaciones de 

agua caliente y fría. Polietileno reticulado (PE-X) 
   

conforme con  UNE-EN ISO 15875-1:2004 
UNE-EN ISO 15875-1:2004/A1:2007 
UNE-EN ISO 15875-5:2004 

   
Descripción del Sistema  Marca comercial: AIS PEX 

Tipo de unión: Press fitting 
Clase de aplicación / Presión de diseño (bar): Serie 4: 1/8 ; 2/8 ; 4/10 ; 5/8 y 
Serie 5: 1/6 ; 2/6 ; 4/8 ; 5/6 
 
Más información en el anexo al certificado. 

   
Centro(s) de producción  THE FIRST BINHAI ROAD, HANGZHOU BAY ZONE  

315336 CIXI CITY (Zhejiang - China) 
   

Esquema de certificación  Para conceder este Certificado, AENOR ha ensayado el producto y ha 
comprobado el sistema de la calidad aplicado para su elaboración. AENOR 
realiza estas actividades periódicamente mientras el Certificado no haya 
sido anulado, según se establece en el Reglamento Particular RP 01.52. 

   
  Este certificado anula y sustituye al 001/006601, de fecha 2016-06-01 

   
Fecha de primera emisión 

Fecha de modificación 
Fecha de expiración 

 2016-06-01 
2017-05-30 
2021-06-01 
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Certificado AENOR de Producto 
Plásticos 

 
 

  
   Rafael GARCÍA MEIRO 

Director General  
 

 
 
 

 AENOR INTERNACIONAL S.A.U. 
Génova, 6. 28004 Madrid. España 
Tel. 91 432 60 00.- www.aenor.com Entidad de certificación de producto acreditada por ENAC con acreditación nº 01/C-PR002.001 
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001/006304 
 

 

AENOR certifica que la organización  
 

MULTICAPAS INDUSTRIAL, S.L. 
 

con domicilio social en  PI MONTE BOYAL, TR DEL ENCINAR, 4 45950 CASARRUBIOS DEL MONTE 
(Toledo - España) 

   

suministra  Sistemas de canalización multicapa PERT para instalaciones de agua 
caliente y fría en el interior de edificios 

   

que cumplen la norma UNE-EN ISO 21003  Detalladas en el Anexo al Certificado 
   

Descripción del sistema  Marca comercial: MULTITUBO SYSTEM 
Clase de aplicación / Presión de diseño (bar): 1/10 ; 2/10 ; 4/10 ; 5/10 
Fabricante de tubos: WESTFALISCHE ROHRWERKE GMBH  (Ahlen -
Alemania)  
Fabricante de accesorios: SIMPLEX ARMATUREN & SYSTEME GMBH 
(Argenbühl-Alemania) y TUBERIA ROMAN NINGBO (Cixi-China) 
Tipo de unión: PRESS FITTING 
Tipo de mordaza : U 
 

Más información en el anexo al certificado. 
   

Esquema de certificación  Para conceder este Certificado, AENOR ha ensayado el producto y ha 
comprobado el sistema de la calidad aplicado para su elaboración. AENOR 
realiza estas actividades periódicamente mientras el Certificado no haya 
sido anulado, según se establece en el Reglamento Particular RP 01.71. 

   

  Este certificado anula y sustituye al 001/006304, de fecha 2014-11-04 
   

Fecha de primera emisión 
Fecha de modificación 

Fecha de expiración 

 2014-11-04 
2017-07-26 
2019-04-08 

A
E

N
O

R
 U

N
E

 E
N

 IS
O

 2
10

0
3

 
M

U
LT

IL
A

Y
E

R
 S

Y
ST

E
M

Certificate No.

Secretary

This certifies that

has had the undermentioned product examined, tested and found, 
when correctly installed, to comply with the requirements of the 
United Kingdom Water Supply (Water Fittings) Regulations and 

Scottish Water Byelaws.

The certificate by itself is not evidence of a valid WRAS Approval. Confirmation of the current 
status of an approval must be obtained from the WRAS Directory (www.wras.co.uk/directory)

The product so mentioned will be valid until the end of:

Chairman, Product Assessment Group

June 2017

MULTICAPAS INDUSTRIAL SL

ʻMULTITUBOʼ MM AND MC RANGE OF PRESS FIT FITTINGS FOR USE WITH
MULTITUBO MULTI-LAYER PIPES

December 2022

1712055
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Certificate No.

Secretary

This certifies that

has had the undermentioned product examined, tested and found, 
when correctly installed, to comply with the requirements of the 
United Kingdom Water Supply (Water Fittings) Regulations and 

Scottish Water Byelaws.

The certificate by itself is not evidence of a valid WRAS Approval. Confirmation of the current 
status of an approval must be obtained from the WRAS Directory (www.wras.co.uk/directory)

The product so mentioned will be valid until the end of:

Chairman, Product Assessment Group

June 2017

MULTICAPAS INDUSTRIAL SL

ʻMULTITUBOʼ MM AND MC RANGE OF PRESS FIT FITTINGS FOR USE WITH
MULTITUBO MULTI-LAYER PIPES

December 2022

1712055
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The most  
profitable  

option   
for plumbing  
installations

QUICK INSTALLATION,  
reducing installation time compared to other systems

IMMEDIATE PRESSURE TEST,  
immediate handling

EASY TO INSTALL

MAXIMUM INSTALLATION SAFETY

FLEXIBLE PLUMBING SYSTEM,  
from DN 16 to DN 25mm



AIS PEX SYSTEM
The AIS PEX system is the most profitable  
plumbing system in the market for its quick 
installation and safety.
Once the installation is finished, it is not necessary to wait to  
perform the pressure test. 

The AIS PEX system is certified according to the UNE-EN ISO 15875 standard.

AIS PEX Pressing tools

Battery or manual pressing 
tools
• Manual press-tool for 16-20 or 16-25mm

AIS PEX Pipes

A higher degree of crosslinking 
guaranties a more resistant pipe.

AIS PEX (PEX-a) pipes are manufactured 

by the peroxide method. This technology 

allows to reach a crosslinking degree of 

over 70%, also guaranteeing an excellent 

uniformity in every point of the pipe. 

With the manufacturing system of the 

AIS PEX (PEX-a) pipes, higher crosslinking 

degree is achieved than with other types of 

production technologies (PEX-b or PEX-c), 

so the pipes have higher pressure and 

temperature resistance and higher level of 

security in the installations.

More flexibility

AIS PEX pipes are flexible and allow manual 

bending, without using any tools.

THERMAL PROPERTIES

Maximum operating temperature (ºC) 95

Linear expansion coefficient (mm/m·K) 0.14

Thermal conductivity (W/m·K) 0.4

MECHANICAL PROPERTIES

Maximum operating pressure (bar) 6

Roughness (mm) 0.0004

Minimum bending radius (mm) 5 x DN

Technical Standards

AIS PEX System:

• UNE-EN ISO 15875

Press-screw connection female  

fitting manufactured according to  

the standard UNE-EN ISO 228

Threaded fittings manufactured 

according to the standard UNE-EN 10226

www.ais-concept.com

i

See instructions  
on page 16

AIS PEX Fittings

• �AIS PEX fittings are manufactured in 

copper alloy, which is compliant with 

requirements included in the positive list 

of 4MS group for materials in contact with 

water for human consumption

• �Fittings are resistant to stress corrosion 

test according to the Standard ISO 6957

• �The tightness is ensured without O-rings

• �Compatible with jaw profiles U and RFz

THERMAL PROPERTIES

Maximum operating temperature (ºC) 95

MECHANICAL PROPERTIES

Maximum operating pressure (bar) 6

1

3

2
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Nº COMPONENTS MATERIAL

1 Body Copper Alloy

2 Plastic Ring Plastic

3 Sleeve Stainless Steel
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 PEX BRASS COLOR 16-25 mm
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 �AIS PEX system has been designed to offer the most 
competitive solution for plumbing installations

 �AIS PEX system is certified according to the standard  
UNE EN ISO 15875

 �AIS PEX system can be installed with battery press-tool  
or manual press-tool

 �Once the installation is finished, it is not necessary to wait  
to perform the pressure test 

Press-connection female

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1410.1612 U, RFz 16x1,80-1/2" F 10 200

1410.2012 U, RFz 20x1,90-1/2" F 10 200

1410.2034 U, RFz 20x1,90-3/4" F 10 180

1410.2534 U, RFz 25x2,30-3/4" F 10 100

1410.25100 U, RFz 25x2,30-1" F 10 100

Press-coupling 

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1433.1616 U, RFz 16x1,80 10 200

1433.2020 U, RFz 20x1,90 10 160

1433.2525 U, RFz 25x2,30 10 100

PEX-a pipe

Art. No. Dimension Length  
(Coil length) Pallet

114.16100 16x1,80 100 m 2400 m

114.20100 20x1,90 100 m 1600 m

114.25050 25x2,30 50 m 800 m

AIS PEX-a pipe 

Press-connection male

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1411.1612 U, RFz 16x1,80-1/2" M 10 200

1411.2012 U, RFz  20x1,90-1/2" M 10 200

1411.2034 U, RFz  20x1,90-3/4" M 10 200

1411.2534 U, RFz  25x2,30-3/4" M 10 100

1411.25100 U, RFz 25x2,30-1" M 10 100

AIS PEX Fittings 

Press-screw connection female(1)

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1414.1612 U, RFz 16x1,80-1/2" F 10 200

1414.1634 U, RFz 16x1,80-3/4" F 10 200

1414.2012 U, RFz 20x1,90-1/2" F 10 200

1414.2034 U, RFz  20x1,90-3/4" F 10 200

1414.2534 U, RFz 25x2,30-3/4" F 10 100

(1)Nut designed according to UNE EN ISO 228

Press-screw connection elbow female 90°(1)

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1407.2534 U, RFz 25x2,30-3/4” F 10 100

(1)Nut designed according to UNE EN ISO 228

Press coupling reduced

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1433.2016 U, RFz 20x1,90-16x1,80 10 180

1433.2520 U, RFz 25x2,30-20x1,90 10 120

Press-elbow 90°

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1403.1616 U, RFz 16x1,80 10 200

1403.2020 U, RFz 20x1,90 10 150

1403.2525 U, RFz 25x2,30 10 80
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 PEX BRASS COLOR 16-25 mm 

Press-elbow male 90°

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1401.1612 U, RFz 16x1,80-1/2" M 10 200

1401.2012 U, RFz 20x1,90-1/2" M 10 160

1401.2534 U, RFz 25x2,30-3/4" M 10 90

Press-T

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1423.161616 U, RFz 16x1,80 10 150

1423.202020 U, RFz  20x1,90 10 100

1423.252525 U, RFz 25x2,30 10 40

Press-T reduced

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1423.162016 U, RFz
16x1,80-20x1,90 

-16x1,80
10 140

1423.201616 U, RFz
20x1,90-16x1,80 

-16x1,80
10 100

1423.201620 U, RFz
20x1,90-16x1,80 

-20x1,90
10 100

1423.202016 U, RFz
20x1,90-20x1,90 

-16x1,80
10 100

1423.251616 U, RFz
25x2,30-16x1,80 

-16x1,80
4 68

1423.251625 U, RFz
25x2,30-16x1,80 

-25x2,30
4 60

1423.252020 U, RFz
25x2,30-20x1,90 

-20x1,90
4 60

1423.252025 U, RFz
25x2,30-20x1,90 

-25x2,30
4 60

1423.252520 U, RFz
25x2,30-25x2,30 

-20x1,90
4 60

Press-elbow female 90°

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1400.1612 U, RFz 16x1,80-1/2" F 10 180

1400.2012 U, RFz  20x1,90-1/2" F 10 160

1400.2034 U, RFz 20x1,90-3/4" F 10 100

1400.2534 U, RFz 25x2,30-3/4" F 10 100

Press-wallplate elbow female 90° - 38 mm height

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1406.1612 U, RFz 16x1,80-1/2" F 10 100

1406.2012 U, RFz 20x1,90-1/2" F 10 100

www.ais-concept.com

Press-wallplate elbow female 90° - 46 mm height

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1402.1612 U, RFz 16x1,80-1/2" F 10 100

1402.2012 U, RFz 20x1,90-1/2" F 10 100

1402.2534* U, RFz 25x2,30-3/4" F 6 54

*56 mm height

Press-T female

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1420.161216 U, RFz
16x1,80-1/2" F  

-16x1,80 
10 100

1420.201220 U, RFz
20x1,90-1/2" F 

-20x1,90
10 100

1420.251225 U, RFz
25x2,30-1/2" F  

-25x2,30
4 48

1420.253425 U, RFz
25x2,30-3/4" F  

-25x2,30
4 44

Press-cross

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1482.202162 U, RFz
20x1,90-20x1,90 
-16x1,80-16x1,80

8 64

1482.2520162 U, RFz
25x2,30-20x1,90 
-16x1,80-16x1,80

8 64

1482.25203 U, RFz
 25x2,30-20x1,90 
-20x1,9-20x1,90

8 64
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 PEX BRASS COLOR 16-25 mm 

Press-lever ball valve

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1471.2020 U, RFz 20X1,90 1 40

1471.2525 U, RFz 25X2,30 1 32

Press-distributor

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1483.202163 U, RFz
20x1,90-20x1,90 
-16x1,80-16x1,80 

-16x1,80
4 40

1483.2520163 U, RFz
25x2,30-20x1,90 
-16x1,80-16x1,80 

-16x1,80
4 40

www.ais-concept.com

Press embedded valve pack with handle

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1477.11616P U, RFz 16x1,80 1 16

1477.12020P U, RFz 20x1,90 1 16

1477.12525P U, RFz 25x2,30 1 12

Press embedded valve pack with concealed handle

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1477.01616P U, RFz 16x1,80 1 16

1477.02020P U, RFz 20x1,90 1 16

1477.02525P U, RFz 25x2,30 1 12

Press embedded valve

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1477.1616 U, RFz 16x1,80 1 16

1477.2020 U, RFz 20x1,90 1 16

1477.2525 U, RFz 25x2,30 1 12

Press embedded U-valve pack with concealed handle

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1479.02020P U, RFz 20x1,90 1 16

1479.02525P U, RFz 25x2,30 1 12

Press embedded U-valve pack with handle 

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1479.12020P U, RFz 20x1,90 1 16

1479.12525P U, RFz 25x2,30 1 12

Press embedded U-valve

Art. No. Jaw Profile Dimension
Units  

per bag
Units  

per box

1479.2020 U, RFz  20x1,90 1 16

1479.2525 U, RFz 25x2,30 1 12



 �PIPES FOR UFH
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Flat fixing plate

Art. No. Dimension
Units  

per bag
Units  

per box

244.101 250 mm x 61 mm 1 50

Dry wall fixing plate 150mm/75mm

Art. No. Dimension
Units  

per bag
Units  

per box

244.102 346 mm x 60 mm 1 40

Handle for embedded valve

Art. No.
Units  

per bag
Units  

per box

277.1000 1 30

Concealed handle for embedded valve

Art. No.
Units  

per bag
Units  

per box

279.0000 1 30

Extension for embedded valve

Art. No.
Units  

per bag
Units  

per box

279.2000 1 60

Manual pressing tool with U inserts

Art. No. Dimension
Units  

per box

360.41620 16 to 20mm 1

360.41625 16 to 25mm 1

www.ais-concept.com �PEX COMPLEMENTS

PE-Xa EVOH pipe

Art. No. Description Dimension
Coil  

Length
Pallet

113.16240

PE-Xa  
EVOH pipe

16x2,00 240 3840

113.16500 16x2,00 500 3000

113.20500 20x2,00 500 3500

PE-RT EVOH pipe

Art. No. Description Dimension
Coil  

Length
Pallet

117.16240

PE-RT EVOH pipe

16x2,00 240 3840

117.16500 16x2,00 500 3000

117.20500 20x2,00 500 3500

Pipes with EVOH barrier,  
for Underfloor heating / cooling
The EVOH barrier is a thin outer layer of ethyl vinyl alcohol which prevents the oxygen 

permeability of the pipe and its diffusion. This avoids metal parts corrosion and extends 

service life of the underfloor heating/cooling installation.
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 �PEX INSTRUCTIONS

Cut the PEX pipe  
right-angled with  

the pipe cutter.

1

Place the jaw on the  
sleeve and press.

3

Push the fitting on to the pipe.  
The pipe must be seen through  

the window.

2

The fitting is pressed  
and ready.

4



GERMAN OFFICE

MULTICAPAS INDUSTRIAL GmbH 

Address:	 Handwerkerring 28 
	 63776 Mömbris 
	 Germany

Phone:	 + 49 6029 993039-0 
E-mail: 	 info@ais-concept.com 
Web: 	 www.ais-concept.com


